NOTE:

EXISTING ROADWAY GEOMETRICS SHOWN IN
GRAY. PROPOSED PHASE 1 ROADWAY
GEOMETRICS SHOWN IN RED.

PROPOSED PHASE 2 SHOWN IN BLUE.
PROPOSED PHASE 4 SHOWN IN
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ROADWAY CLASSIFICATION: ARTERIAL CLASS B
9 Ds: 100 km/h ASSUMED POSTED SPEED 90km/h
%L vd TAC WB-20

NOTE:

POSTED SPEED LIMIT OF 90km/hr NORTH SIDE
OF TRACKS.
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0.25 GUTTER
2.50 7.40
SHLDR |2 LANES AT 3.70 EACH.

SB ON RAMP
SECTION E-E
N.T.S.

WL RADIUS 210.0m
Ds: 50 km/h ASSUMED POSTED SPEED 40km/h

Vd TAC WB-20

e 0.043m/m TAC 1999 P. 2.1.1.13 TABLE 2.1.2.6
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WL RADIUS 450.0m

Ds: 70 km/h ASSUMED POSTED SPEED 60km/h
Vd TAC WB-20

e 0.043m/m TAC 1999 P. 2.1.1.13 TABLE 2.1.2.6
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TEMPORARY BARRIER CURBING (UNTIL PHASE 2)/

LEFT TURN BAY AS A MINIMUM, |
STORAGE LENGTH PLUS BAY TAPER |
LENGTH IS EQUAL TO THE STOPPING |
SIGHT DISTANCE REQUIRED FOR |
CHOSEN DESIGN SPEED 1999 TAC |
GEOM. GUIDE PAGE 1.2.5.4 & |
2.3.8.5 AT A DESIGN SPEED OF 70 |
km /hr DISTANCE REQ'D IS 95—110m.
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EXISTING ROADWAY GEOMETRICS SHOWN
GRAY. PROPOSED PHASE 1 ROADWAY
GEOMETRICS SHOWN IN RED.
PROPOSED PHASE 2 SHOWN IN B
PROPOSED PHASE 4 SHOWN IN

LUE.
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